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Congratulations on purchasing your Aqua mini. Read this guide to get started.
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Hanging kits for one Aqua mini
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Program Settings LED Array

Home / Menu - Browse menu.
Special function : Hold on 3 second to back previous menu.

Select / Adjust - Enter the sub-menu to adjust the parameters.
Special function : Hold on 3 second to unlock system.

For more information, please visit www.micmol.com/programsettings.html.

AM 10：22 TS L 36•C

W：100% B：070%

Display

Locate time Thunderstorm

Home Adjust / Lock

Temperature

System lock

Illumination

Items

Maximum continuous power

LEDs

Line voltage

Frequency

Operating temperature

Storage temperature

Relative humidity

Size

Weight

Application

Value

30W

CREE LEDs

100-240V AC 

50Hz to 60Hz, single phase 

50° to 113° F (10° to 45° C) 

-40° to 140° F (-40° to 60° C) 

5% to 95% noncondensing

5.5”x3.9”x1.8” (14x14x4.8cm)

4.4 pounds (2.0kg)

10, 15, 20, 25 Gallons (standard tanks)
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Congratulations on purchasing your Aqua Pro. Read this guide to get started.

Bracket

Hanging kits for one Aqua Pro

Hanging kits for two Aqua Pro

Getting Started

1

2

3

AC cord

Power adapter

(Optioanl)



LED Array

AM 11：11 TS L 30•C

W：100% B：100%

Program Settings

Home / Menu / Con�rm - Browse menu.

Back - Back to previous menu.

Increase  - Adjust the value.
Special function : Hold on 3 second to lock / unlock system.

Decrease - Adjust the value. 
Special function : Enter to menu.

For more information, please visit www.micmol.com/programsettings.html.
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60W

CREE LEDs

100-240V AC 

50Hz to 60Hz, single phase 

50° to 113° F (10° to 45° C) 

-40° to 140° F (-40° to 60° C) 

5% to 95% noncondensing

7.8”x7.8”x1.8” (20x20x4.8cm)

6.8 pounds (2.8kg)

30~60 Gallons (standard tanks)




